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SPRAY GUNS

Spray Gun HP2600/2700
Robust spray gun with a spring loaded trigger and an easy sqeeze 
function, which reduces the risk of muscle stress on the operator. 
Suitable for many different applications within professional high 

with stainless steel components. 

Spray Gun Triggless® II
Lagafors® patented spray gun Triggless® II is ideal for use where 
ultimate ergonomics, work efficiency, flexibility, durability and safety 
is important. The spray gun is ergonomically designed to reduce 
muscle stress on the user. It also features a ”dead man’s” grip 
where the water flow is shut off if the gun is accidentally dropped.

Technical specification                                        * ST 2720

Working pressure 310 bar / 125 bar *

Flow 45 lit/min / 80 lit/min *

Temperature 150°C

Weight 600 g

Material Brass, plastic or Stainless steel, plastic

Connection
in 3/8” int. thread
out 1/4” int. thread

Description

Triggless® II flexible

Spray Gun MP2725
Robust spray gun with a spring loaded trigger and an easy sqeeze function, 
which reduces the risk of muscle stress on the operator. Suitable for a wide 
variety of industrial cleaning applications. Equipped with a quick-coupling, 
swivel and dampened shut-off feature in order to minimize pressure surges. 

Technical specification

Working pressure 150 bar

Flow 45 lit/min 

Temperature 70 °C

Weight 700 g

Material Stainless steel, plastic

Connection
in 1/2”int. thread
out 3/8” int. thread

Description

Spray gun HP2600 w. swivel

Spray gun HP2700 SS

Spray gun HP2720 SS

Technical specification

Working pressure 80 bar

Flow 80 lit/min 

Temperature 150°C 

Weight 940 g

Material Stainless steel, plastic

Connection in 1/2” int. thread

Description

Spray gun MP2725 SS

Spray Gun MP 3225
Robust spray gun with a spring loaded trigger and an easy sqeeze 
function, which reduces the risk of muscle stress on the operator. 
Suitable for a wide variety of industrial cleaning applications. 
Equipped with a quick-coupling, swivel and dampened shut-off 
feature in order to minimize pressure surges. 

Technical specification

Working pressure 60 bar

Flow 120 lit/min

Temperature 100 °C

Weight 750 g

Material Stainless steel, plastic

Connection 1/2” int. thread 

Description

Spray gun LP 25 bar
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SPRAY GUNS / BALL VALVE / SPRAY PIPE
Spray Gun LP 25 bar
Low pressure gun with a good grip for connecting plug or jet pipes 
directly. Swivel is standard.

Technical specification

Working pressure 25 bar

Flow 100 lit/min

Temperature 93 °C

Weight 1150 g

Material Brass, rubber, plastic

Connection 1/2” int. thread 

Spray Gun LP 25 bar
Low pressure spray gun with a robust spray nozzle and good grip 
that suits most cleaning applications. Adjustable spray pattern 
from tight beam to 60° wide. Suitable for most cleaning dutys. 
Swivel is standard.    

Description

Spray gun LP 25 bar

Technical specification

Working pressure 25 bar

Flow 60 lit/min

Temperature 80°C

Weight 1050 g

Material Brass, rubber, plastic

Connection 1/2” int. thread (swivel)

Description

Spray gun LP 25 bar

Low pressure ball valve
Easy too use low pressure ball valve with trigger guard. Very robust 
in its construction. The low pressure ball valve is not equiped 
with “dead man’s” grip. Not suitable for pressures above 25 bar. 
Vulcanized quick coupling and rotating swivel.

Technical specification

Working pressure 25 bar

Flow 90 lit/min

Temperature 70°C 

Weight 660 g

Material Stainless steel

Connection 1/2” int. thread

Description

Low pressure ball valve 

Spray Pipe
Easy contruction without trigger, by turning the pipe flow 
and scattering angle is adjusted. Can be adjusted from 
concentrated spray to water mist. 

Description

Spray pipe white

Hose connector 1/2”

Hose connector 3/4”

Technical specification

Working pressure 10 bar

Flow 40-60 lit/min

Temperature 80°C 

Weight 300 g

Material Brass, plastic

Connection 3/4” ext. thread


