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DECENTRALIZED CLEANING SYSTEM - DCS

Features Benefits Facts

Water pump unit Flexible pressure and flow
Desired pressure and flow for up to five
simultaneous users

VMS II-DC satellite station Hygienic design User-friendly

Injector dosaging Flexble Easy to switch chemical

together comply with the highest capacity, performance and quality standards. The main components supply the right pressure, flow 
and solution concentration to the places where they are needed. 

The customer can choose between placing the pump unit with integrated satellite (CB) in the production area or a pump unit (SB/
Multi) outside the production area. If possible, we recommend the latter solution. Pipes are then drawn from it to the satellite units. 
Pipes are drawn from it to the satellite stations. Each satellite station is comprised of a hose reel with hoses for water, chemical 
solution and disinfectant solution.

installing a Lagafors CCS, Central Cleaning System.
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THE FOUR MAIN COMPONENTS

Water pump units (LWP 10/20/40 CB)
The water pump centre is an essential component of the cleaning system. Lagafors offers a 
wide variety of pumps and customers can choose between different pressures (10-40 bar) as 
well as flow capacities for various numbers (1-5) of simultaneous users.

Variable Media Satellite (VMS II-DC)

station made in stainless steel for water rinsing, foam application and disinfection. The VMS II

10-160 bar. The satellite station has suction hoses with distinctive markings for chemicals and 
disinfectant. With an easy grip the operator changes between the different medias. Portable 
containers with chemical concentrate are placed near the satellite station. Compressed air is 

up to three different chemicals (e.g. alkaline chemicals, acid chemicals and disinfectant). 
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Accessories (ACO)

Water pump unit (LWP 10/20/40 SB/Multi)
The water pump centre is an essential component of the cleaning system. Lagafors offers a wide variety 

for various numbers (1-30) of simultaneous users. Furthermore, many of our units are already prepared 
for expanding flow capacity.
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